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TowNsHIP 10 SOUTH, RANGE 4 WEST, SALT LAKE MERIDIAN, UTAH

..........................................................................................................................

..................................... T T —_—

i The following field notes describe the dependent resurvey of a portion of the south
boundary, and a portion of the subdivisional lines and the subdivision of sections 10,
© 11, 15, 23, 26, and 34, in Township 10 South, Range 4 West, Salt Lake Meridian,

. Utah

History of Surveys

Surveyed by Retr. or Resurveyed by
. NORTH BOUNDARY
. Portion A.D. Ferron 1871
. Portion J. Gorlinski 1872 I. Gorlinski 1872
. Portion H.W;L Miller and 1915 H.W. Miller and 1915
I. Hayes I. Hayes
Portion ‘ G.B. Hatch 1966

| SOUTH BOUNDARY (Second Standard Parallel South)

| Al J. Gorlinski 1872

¢ Portion G.B. Hatch 1966
. Portion | G.B. Hatch 1968
. Portion R. K. Baugh 1996-1997
| EAST BOUNDARY

| Al J. Gorlinski 1872

= Portion i J.C. Thoma 1917
| Al | G. B. Hatch 1966
. Portion M. Krohn 1989
. WEST BOUNDARY

| Portion J. Gorlinski 1874

. Portion A.J. Stookey 1908 A.J. Stookey 1908
. Portion : H.W. Miller 1915
: 1. Hayes

| SUBDIVISION

Portion A.D. Ferron 1871

% Portion J. Gorlinski 1874 J. Gorlinski 1874
¢ Portion H.W, Miller and 1915 H.W. Miller and 1915
L. Hayes L. Hayes

= Portion : G.B. Hatch 1966
: Portion | G.B. Hatch 1968

The survey was executed in accordance with specifications set forth in the Manual of
Surveying Instruction*s, 1973; and the Special Instructions dated August 1, 1996, for
. Group No. 851, Utah.
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0.158 & The closing corner of|sections 2 and 3, T. 11 S., R. 4 W., monumented with an iron
post, firmly set in a nround of stone, with 3 ft. base, to top of brass cap marked as
i described in the official record of the 1966 resurvey.
39.715 § The standard 1/4 section corner of section 34, monumented with an iron post, 2 1/2
inches diameter, firmly set in a mound of stone, with 4 ft. base, to top of brass cap,
. marked as described in the official record of the 1966 resurvey.
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TownNsHIP 10 SOUTH, RANGE 4 WEST, SALT LAKE MERIDIAN, UTAH
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liminary to the resurvey, a diligent search was made for all corners. Identified

corners were remonumented in their original positions; lost corners were restored and
= monumented at proportionate positions based on the original record. Coordinates for
. each corner were determined by Global Positioning System (G.P.S.) using relative

. positioning techniques. True bearings and distances were determined by inversing

= between the coordinates.

The geographic posit'1 n of the corner of sections 34 and 35, T. 10 S., R. 4 W., which
- will also function as 4 B.L.M. control station, was determined by a tie to U.S.G.S.

. triangulation station "MAPLE2", by the Global Positioning System, using relative

. positioning techniques, is as follows:

| Latide 39° 54' 15.543" N.  Longitude 112° 16' 15.010" W.
| N.AD. 1983.

The mean magnetic declination as projected from the U.S. Geological Survey Magnetic
- Declination Map of 1990, is 13 3/4° E.

Dependent Resurvey of a Portion of the South Boundary,
(Second Standard Parallel South),
T. 10 S., R. 4 W,, Salt Lake Meridian, Utah

Reestiablishment of the Survey Executed by J. Gorlinski
in 187%, and the Resurvey Executed by G.B. Hatch in 1966

Beginning at the standard corner of sections 34 and 35, T. 10 S., R. 4 W., monumented
with an iron post, 2 1/2 inches diameter, firmly set in a mound of stone, with 2 ft. base,
to top of brass cap, marked as described in the official record of the 1966 resurvey.

| N.89° 41.3' W., on the Second Standard Parallel South.

§ N.89°45.7'W., bedmmng new measurement.

: Point for the north 1/4 section corner of section 3 only, T. 11 S., R. 4 W., at midpoint
© between the two closing corners and on the Second Standard Parallel South. The 1966
resurvey monument was found lying loose on the ground.
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DEPENDENT RESURVEY OF A PORTION OF THE SOUTH BOUNDARY,
(SECOND STANDARD PARALLEL SOUTH),
T. 10S., R. 4 W., SALT LAKE MERIDIAN, UTAH

Reset the 1966 iron ppst, 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with
brass cap marked as described in the official record of the 1966 resurvey.

39.749 |

The standard corner of sections 33 and 34, monumented with an iron post, 2 1/2 inches

diameter, firmly set in a mound of stone, 3 ft. base, to top of brass cap marked as described in

20.425
40.850

40.161

. an iron post, 2 1/2
= brass cap marked as described in the official record of the 1966 resurvey, bears S. 89° 47.7"
. W., 1.315 chs. distance.

© the official record of the 1966 resurvey.
\

inches diameter, firmly set in a mound of stone, with a 3 ft. base, to top of

¢ From this corner, th:{losing corner of sections 3 and 4, T. 11 S., R. 4 W., monumented with

Dependent Resurvey of a Portion of the Subdivisional
Lines, T. 10 S., R. 4 W., Salt Lake Meridian, Utah
|

|
Reestablishment of the Survey Executed by J. Gorlinski
in 1874, and the Resurvey Executed by G.B. Hatch in 1966

From the corner of s | tions 11, 12, 13, and 14, monumented with an iron post, firmly set
projecting 6 inches above ground, with brass cap marked as described in the official record of
the 1966 resurvey. |

|

N. 0° 46.2" E., between sections 11 and 12.

Point for the S 1/16 sfjaction corner of sections 11 and 12; not monumented.

i
The 1/4 section corner of sections 11, and 12, monumented with an iron post, 2 1/2 inches
diameter, projecting 6 inches above ground in a collar of stone, with brass cap, marked as
described in the official record of the 1966 resurvey.

From the standard corner of sections 34 and 35, on the south boundary of the township,
hereinbefore descri

N. 0° 12.5' W., between sections 34 and 35.

diameter, firmly set, projecting 6 inches above ground, with brass cap marked as described in

The 1/4 section oome‘[:)f sections 34 and 35, monumented with an iron post, 2 1/2 inches
the official record of the 1966 resurvey.

Set a 6 ft. steel fence post alongside the iron post.
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40.192 | The comer of sections 26, 27, 34, and 35.

| N.0° 04.5' E., begi
40.298 The corner of sections 26, 27, 34, and 35; monumented with an iron post, 2 1/2 inches

. diameter, firmly set, projecting 8 inches above ground, with brass cap marked as described in
. the official record of the 1966 resurvey.

40.110 The 1/4 section corner of sections 26 and 27, monumented with an iron post, 2 1/2 inches
| diameter, firmly set, 3["’

the official record of the 1966 resurvey.

40.212 The corner of sections 22, 23, 26, and 27, monumented with an iron post, 2 1/2 inches
diameter, firmly set, projecting 2 inches above ground, with brass cap marked as described in

« the official record of the 1966 resurvey.
|

20223 |
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LiNes, T. 10S., R. 4 W., SALT LAKE MERIDIAN, UTAH

ning new measurement.

Set a 6 ft. steel fence post alongside the iron post.

. From the 1/4 section corner of sections 26 and 35, monumented with an iron post, 2 1/2 inches
& diameter, firmly set, ina mound of stone, with 3 ft. base, to top of brass cap marked as

. described in the official record of the 1966 resurvey.

Set a 6 ft. steel fence post alongside the iron post.

| N. 89° 33.8' W., between sections 26 and 35.

| N.0° 11.0" W., between sections 26 and 27.

jecting 6 inches above ground, with brass cap marked as described in

Set a 6 ft. steel fence post alongside the iron post.

N. 0° 03.6' E., beginning new measurement.

|

From the 1/4 section #;omer of sections 23 and 26, monumented with an iron post, 2 1/2 inches
¢ diameter, firmly set, projecting 8 inches above ground, with brass cap marked as described in
. the official record of the 1966 resurvey.

Set a 6 ft. steel fen:;tost alongside the iron post.

| N.89°51.0'W.,

een sections 23 and 26.

Point for the W 1/16 Jpection corner of sections 23 and 26.

Set an aluminum postJ 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with
: aluminum cap marked: '




s
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Set an aluminum pos
. aluminum cap mark

Corner is located in a

40.446 The corner of sections 22, 23, 26, and 27.
E |

20.115 Point for the S 1/16 chtion corner of sections 22 and 23.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T. 10 S., R. 4 W., SALT LAKE MERIDIAN, UTAH

T108 R4W
W 1/16 523
826
1997
N and S fence line.

N.0° 159'E,, betw%en sections 22 and 23.

» 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with

T10S R4W
S 1/16
s22 | s23
1997

Comerislocatedinanceline,bearsNandS.

40.230 |

= diameter, firmly set,
. (sections 22 and 23

rojecting 6 inches above ground, with brass cap improperly marked
reversed).

¢ The 1/4 section ooriof sections 22 and 23, monumented with an iron post, 2 1/2 inches

N. 0° 18.6'E., begin‘ning new measurement.

40.287 The corner of sections 14, 15, 22, and 23, monumented with an iron post, 2 1/2 inches

| diameter, firmly set, |
the official record of

projecting 3 inches above ground, with brass cap marked as described in
the 1966 resurvey.

| N.0°07.8'E., betwe

20.070 |

Point for the S 1/16 s

¢ Set an aluminum post
¢ aluminum cap marked

sen sections 14 and 15.

ection corner of sections 14 and 15.

» 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with
1

T10S R4W
s 1/16
si5 | si4
1997
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40.140 |

19.846 ¢

39.692 |
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T. 10 S., R. 4 W., SALT LAKE MERIDIAN, UTAH

# Corner is located at

% surface of a dirt road
& evidence of the 1966
original corner,

. At the corner point

Set an aluminum pos
. aluminum cap mark:

e corner of fences, bearing S and W,

|
The 1/4 section cormir of sections 14 and 15, monumented with a "T" iron, 3 inches below the

and at the extension of fence intersection from the W and S. There is no
iron post. The "T" iron is accepted as the best available evidence of the

, 30 inches long, 2 1/2 inches diameter, 26 inches in the ground, with

T10S R4W
1/4
s15 | s14
1997

Deposit the "T" iron and set a 6 ft. steel fence post alongside the aluminum post.

¢ From the corner of se

| 5.89°57.5' W, betw

aluminum cap mark

ctions 11, 12, 13, and 14.

een sections 11 and 14.

Point for the E 1/16 section corner of sections 11 and 14,

5: Set an aluminum po::; 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with

T10S R4W
514
1997
i Set a 6 ft. steel fence post alongside the aluminum post.

= diameter, firmly set,
record of the 1966

Set a 6 ft. steel fence

a collar of stone, with brass cap marked as described in the official
ey.

The 1/4 section com}r of sections 11 and 14, monumented with an iron post, 2 1/2 inches

post alongside the iron post.

From the corner of sections 10, 11, 14, and 15, monumented with an iron post, 2 1/2 inches

& diameter, firmly set i

% record of the 1966 r

a mound of stone, to top of brass cap marked as described in the official
ey.

N. 0° 19.4' E., between sections 10 and 11.

|
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DEPENDW RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINEs, T. 10 S., R. 4 W., SALT LAKE MERIDIAN, UTAH

20.149  Point for the S 1/16 section corner of sections 10 and 11.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with
. aluminum cap marked:
T10S R4W
s 1/16
s10 | s11
1996

Set a 6 ft. steel fence post alongside the aluminum post.

40.298 The 1/4 section corner of sections 10 and 11, monumented with an iron post, 2 1/2 inches
. diameter, firmly set, projecting 3 inches above a mound of stone, with brass cap marked as

. described in the official record of the 1966 resurvey.

Set a 6 ft. steel fence post alongside the iron post.

3 \
From the 1/4 section corner of sections 33 and 34, monumented with an iron post, 2 1/2 inches
. diameter, firmly set in a mound of stone, 3 ft. base, to top of brass cap marked as described in
. the official record of the 1966 resurvey.
: |
. N. 0° 11.4' E., between sections 33 and 34.
\

|

Point for the N 1/16 ﬁection corner of sections 33 and 34, not monumented.

The corner of sections 27, 28, 33, and 34, monumented with an iron post, 2 1/2 inches
% diameter, firmly set projecting 8 inches above a collar of stone, with brass cap marked as
described in the official record of the 1966 resurvey.

Set a 6 ft. steel fence post alongside the iron post.

From the comer of sections 26, 27, 34, and 35.

N. 89° 49.8' W., between sections 27 and 34.

40.156 The 1/4 section corner of sections 27 and 34, monumented with an iron post, 2 1/2 inches
diameter, firmly set in a collar of stone, with brass cap marked as described in the official
. record of the 1966 ey.

Set a 6 ft. steel fence post alongside the iron post.

B A A R b e a2 A R S s




O T R s

gé

20.182

40.364 |

40.180 |

Set a 6 ft. steel fence

© From the 1/4 section
¥ diameter, firmly set
described in the offic

40.316 |

A fence corner which

Set a 6 ft. steel fence
| N.0°02.1' W., betw
. diameter, firmly set
~ by 2 fi. high, to the west, with brass cap marked as described in the official record of the 1966
_ resurvey.

Z: Set a 6 ft. steel fence
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DEPENDFNT RESURVEY OF A PORTION OF THE SUBDIVISIONAL
LINES, T. 10 S., R. 4 W., SALT LAKE MERIDIAN, UTAH

¢ N.89°47.9'W,, be&inning new measurement.

Point for the W 1/16

AR,

section corner of sections 27 and 34,

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 18 inches in the ground to
bedrock, in a mound

of stone, 4 ft. base, to top of aluminum cap marked:

T10S R4W
s34
1997
Comer is located on a gradual E slope in juniper.

bears S and W, is 9 ft. west of corner.

The corner of sections 27, 28, 33, and 34.

The 1/4 section corne

From the corner of sections 14, 15, 22, and 23.

| N.89°49.5' W., between sections 15 and 22.

r of sections 15 and 22, monumented with an iron post, 2 1/2 inches

. diameter, firmly set in a mound of stone, with a 3 fi. base, to top of brass cap marked as
= described in the offic

record of the 1966 resurvey.

post alongside the iron post.

The corner of sectio

corner of sections 15 and 16, monumented with an iron post, 2 1/2 inches
projecting 6 inches above the ground, with brass cap marked as
record of the 1966 resurvey.

post alongside the iron post.

een sections 15 and 16.

9, 10, 15, and 16, monumented with an iron post, 2 1/2 inches
projecting 6 inches above ground, with a mound of stone, 3 ft. base,

post alongside the iron post.

SR




DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL

LiNEs, T. 10 S., R. 4 W., SALT LAKE MERIDIAN, UTAH

From the 1/4 section
¢ diameter, projecting
official record of the

Set a 6 ft. steel fence

. Point for the W 1/16

Set an aluminum pos
~ aluminum cap mark

| Seta 6 f. steel fence

S. 89°57.7'W., bet+veen sections 10 and 15.

The corner of sectionr 9, 10, 15, and 16.
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corner of sections 10 and 15, monumented with an iron post, 2 1/2 inches
inches above the ground, with brass cap marked as described in the
1966 resurvey.

post alongside the iron post.

section corner of sections 10 and 15.

» 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with

T10S R4W
s15
1997
post alongside the aluminum post.

| Point for the S 1/16 s
The 1/4 section corn
. diameter, firmly set

. described in the offic

Set a 6 ft. steel fence

© N. 0° 06.4' E., between sections 9 and 10.

tion corner of sections 9 and 10; not monumented.

r of sections 9 and 10, monumented with an iron post, 2 1/2 inches
projecting 4 inches above the ground, with brass cap marked as
record of the 1966 resurvey.

post alongside the iron post.

The Subdivision of Section 10,
T. 10 S., R. 4 W, Salt Lake Meridian, Utah

From the 1/4 section

20.143 Point for the center S

Set an aluminum post
. aluminum cap marked

B B R R R R R R B B R R B B R R R SRR aa D E SR SRR s

. N. 0° 06.6' E., on the N-S center line of section 10.

corner of sections 10 and 15.

1/16 section corner of section 10.

, 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with
I:




Set a 6 ft. steel fence

80.731 |

Set a 6 ft. steel fence

Set a 6 ft. steel fence
The corner is located

Point for the center 1
section 10.

Set an aluminum pos
. aluminum cap marki

: diameter, firmly set
- described in the offic

T

The 1/4 section corn
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THE SUBDIVISION OF SECTION 10,
10S., R. 4 W., SALT LAKE MERIDIAN, UTAH

T10S R4W
C
s 1/16 | s10
(]
1997
post alongside the aluminum post.

S ft. north of E and W fence line.

4 section comer of section 10, at intersection with the E-W center line of
, 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with

T10S R4W
¢ 1/4 S10
1997

post alongside the aluminum post.

r of sections 3 and 10, monumented with an iron post, 2 1/2 inches
projecting 4 inches above the ground, with brass cap marked as
record of the 1966 resurvey.

post alongside the iron post.

From the 1/4 section corner of sections 10 and 11.

S. 89° 57.3' W., on the E-W center line of section 10.

40.450 |
60.617 |
80.784 |

s

| 5.89°57.8' W., on

40.377 |

The center 1/4 section corner of section 10,

Point for the center \]’ 1/16 section corner of section 10, not monumented.

The 1/4 section corn

r of sections 9 and 10,

The center S 1/16 sec

From the S 1/16 sect]:: corner of sections 10 and 11.

E-W center line of the SE 1/4 of section 10.

tion corner of section 10.




T

From the W 1/16 s
| N.0°06.5'E., on

20.142 | Point for the SW 1/

the SW 1/4 of sectio

Set an aluminum pos
. aluminum cap marki

Set a 6 ft. steel fence

The point for the ce;

)
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THE SUBDIVISION OF SECTION 10,
10S., R. 4 W., SALT LAKE MERIDIAN, UTAH

R R K R S S e S R s

:Lion corner of sections 10 and 15.

N-S center line of the SW 1/4 of section 10.

16 section corner of section 10, at intersection with the E-W center line of

10.

» 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with
T10S R4W

SW 1/16 S10

1997

post alongside the aluminum post.

r W 1/16 section corner of section 10.

. The SW 1/16 section

| The point for the S 1

From the center S 1/ J6 section corner of section 10.

S. 89° 57.5' W., on Jhe E-W center line of the SW 1/4 of section 10.

corner of section 10.

16 section corner of sections 9 and 10.

The Subdivision of Section 11,
T. 10 S., R. 4 W, Salt Lake Meridian, Utah

From the 1/4 section

Point for the center S

Set an aluminum post
collar of stone, with 4

Set a 6 ft. steel fence

corner of sections 11 and 14.

_ N.0° 14.3' E., on the N-S center line of section 11.

1/16 section corner of section 11.

» 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, in a
jluminum cap marked:

T10S R4W
c
s 1/16 | s11
c
1997

post alongside the aluminum post.




§
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20.033 Point for the center E 1/16 section corner of section 11, not monumented.

80.291 The 1/4 section corner of sections 10 and 11.

20.443 |
the SE 1/4 of section

Set a 6 ft. steel fence
The 1/4 section corn

. diameter, firmly set i
record of the 1966

: From the 1/4 section

. N. 89°56.0'W., on

Set an aluminum post
¢ aluminum cap marked

T

Set a 6 ft. steel fence
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THE SUBDIVISION OF SECTION 11,

1 10S.,R. 4 W., SALT LAKE MERIDIAN, UTAH

4 section corner of section 11, at intersection with the E-W center line of

» 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with

T10S R4W
C 1/4
s11
1997
post alongside the aluminum post.

r of sections 2 and 11, monumented with an iron post, 2 1/2 inches

a mound of stone to top of brass cap marked as described in the official
rvey.

post alongside the iron post.

corner of sections 11 and 12.

the E-W center line of section 11.

The center 1/4 section corner of section 11.

Point for the SE 1/16

From the E 1/16 section corner of sections 11 and 14.

N. 0° 30.2' E., on the N-S center line of the SE 1/4 of section 11.

section corner of section 11, at intersection with the E-W center line of
11.

, 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with
:

T10S R4AW
SE 1/16
s11
1997




T
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THE SUBDIVISION OF SECTION 11,
10S., R. 4 W., SALT LAKE MERIDIAN, UTAH

Set a 6 ft. steel fence

post alongside the aluminum post.

& The point for the center E 1/16 section corner of section 11.

From the point for the S 1/16 section corner of sections 11 and 12.

| N.89°59.3'W.,on

19.940 |
39.880

the E-W center line of the SE 1/4 of section 11.

The SE 1/16 section corner of section 11.

£ The center S 1/16 section corner of section 11.

From the center S 1/16 section corner of section 11.

| N.89°292'W., on

40.257 |

the E-W center line of the SW 1/4 of section 11.

The S 1/16 section corner of sections 10 and 11.

The Subdivision of Section 15,
T. 10 S., R. 4 W_, Salt Lake Meridian, Utah

From the 1/4 section

corner of sections 15 and 22.

N. 0° 08.1' W., on the N-S center line of section 15.

19.998 |

Point for the center S

Set an aluminum post

. aluminum cap marked:

1/16 section corner of section 15.
, 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with
T10S R4W
(o]
s 1/16 | s1s
C
1997

Corner is located at fence corner, with fences bearing N and E.

39.996 |

|
|

Point for the center 1
section 15.

Set an aluminum post

aluminum cap marked:

4 section corner of section 15, at intersection with the B-W center line of

, 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with
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THE SUBDIVISION OF SECTION 15,
T, 10S., R. 4 W., SALT LAKE MERIDIAN, UTAH

T10S R4W
c 1/4 s1s
1997

Corner is located at fence corner, with fences bearing W and S.

80.319 |

The 1/4 section corner of sections 10 and 15.

From the 1/4 section corner of sections 14 and 15.

S. 89° 58.2' W., on the E-W center line of section 15.

40.360 |

¢ The center 1/4 section corner of section 15.

80.771 The 1/4 section corner of sections 15 and 16.

From the S 1/16 section corner of sections 14 and 15.

| N. 89° 55.6' W., on the E-W center line of the SE 1/4 of section 15.

40.270 |

The center S 1/16 section corner of section 15.

=

Dependent Resurvey of a Portion of the Subdivision of
Section 23, T. 10 S., R. 4 W., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by Glen B. Hatch in 1966

From the 1/4 section corner of sections 23 and 26.

N. 0° 12.1' E., on the N-S center line of section 23.

20.112 |

40.224 |

Point for the center S|1/16 section corner of section 23, not monumented.

The center 1/4 section corner of section 23, monumented with an iron post, 2 1/2 inches

diameter, firmly set and projecting 5 inches above ground, with brass cap marked as described
. in the official record of the 1966 survey.

Corner is located 6 ft, S of an E and W fence line.

N. 89° 50.6' W., on the E-W center line of section 23.

20.198 |

Point for the center W 1/16 section corner of section 23, not monumented.
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|
DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISION OF
SECTION 23, T. 10 S., R. 4 W., SALT LAKE MERIDIAN, UTAH

R A ARt e R

The Subdivision of the SW 1/4 of Section 23,
T. 10 S., R. 4 W., Salt Lake Meridian, Utah

From the W 1/16 section corner of sections 23 and 26.

| N.0° 14.0' E., on the N-S center line of the SW 1/4 of section 23.

20.113 Point for the SW 1/16 section corner of section 23, at intérsection with the E-W center line of

: the SW 1/4 of section 23.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with
. aluminum cap marked:

T10S R4W
SW 1/16 823
1997

Cormner is located at fence corner, with fences bearing W and S.

40227 |

. The point for the center W 1/16 section corner of section 23.

From the point for the center S 1/16 section corner of section 23.
N. 89° 50.8' W., on the E-W center line of the SW 1/4 of section 23.
20.210 The SW 1/16 section corner of section 23.

40.421 The S 1/16 section corner of sections 22 and 23.

The Subdivision of Section 26,
T. 10 S., R. 4 W, Salt Lake Meridian, Utah

From the 1/4 section corner of sections 26 and 35.
N. 0° 07.6' E., on the N-S center line of section 26.

40.329 Point for the center 1/4 section corner of section 26, at intersection with the E-W center line of
% section 26.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with
¢ aluminum cap marked:
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THE SUBDIVISION OF SECTION 26,
T, 10S.,R. 4 W., SALT LAKE MERIDIAN, UTAH

S RN B R R e BRI R R it
T10S R4W
Cc 1/4 s26
1997

Commner is located in an E and W fence line.

The 1/4 section corner of sections 23 and 26.

From the 1/4 section comer of sections 25 and 26, monumented with an iron post, 2 1/2 inches

i diameter, firmly set

projecting 4 inches above ground, with brass cap marked as described

| in the official record of the 1966 resurvey.

Corner is located in an E and W 4 strand barb wire fence line.

N. 89° 52.5' W., on the E-W center line of section 26.

40.702 |
60.903 |

Set an aluminum pos
aluminum cap mark

The center 1/4 section comer of section 26.

Point for the center W 1/16 section corner of section 26.

» 30 inches long, 2 1/2 inches diameter, 24 inches in the ground, with

T10S R4W
W1l/16
526
1997

Corner is located at fence corner, with fences bearing N and E.

81.104 |

The 1/4 section corner of sections 26 and 27.

From the center W 1/16 section corner of section 26.

40.204 |

| N.0°05.6'E., on thI N-S center line of the NW 1/4 of section 26.

The W 1/16 corner of sections 23 and 26.

The Subdivision of Section 34,
T. 10 S., R. 4 W, Salt Lake Meridian, Utah

From the standard 1/4 section corner of section 34, hereinbefore described.

N. 0° 23.4' W., on the N-S center line of section 34.
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| THE SUBDIVISION OF SECTION 34,
T, 10S., R. 4 W., SALT LAKE MERIDIAN, UTAH

Point for the center 1‘(4 section corner of section 34, at intersection with the B-W center line of
& section 34. !

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 20 inches in the ground to
¢ bedrock, and in a collar of stone, with aluminum cap marked:

\ T10S R4W
| c1/4

! 534

| 1997

Corner is located 37 ft. east of a fence, bears N and S, and 86 ft. north of a fence, bears E
3 ‘

Point for the center Iﬁ 1/16 section corner of section 34.

Set an aluminum posd, 30 inches long, 2 1/2 inches diameter, 3 inches in the ground to
- bedrock, in a mound of stone, 4 ft. base to top of aluminum cap marked:

T10S R4W
c
N 1/16 | s34
c
1997

The 1/4 section corner of sections 27 and 34,

| orner of sections 34 and 35.

From the 1/4 section
N. 89° 44.0' W., on the E-W center line of section 34.
The center 1/4 section corner of section 34.

Point for the center \'I 1/16 section corner of section 34, not monumented.

The 1/4 section corner of sections 33 and 34,

From the point for the center W 1/16 section corner of section 34.

| N.0°05.9' W., on the N-§ center line of the NW 1/4 of section 34.

20.105 Point for the NW 1/16 section corner of section 34, at intersection with the E-W center line of
. the NW 1/4 of section 34.
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1 THE SUBDIVISION OF SECTION 34,

T. 10S., R. 4 W., SALT LAKE MERIDIAN, UTAH

T s s o

» 30 inches long, 2 1/2 inches diameter, 20 inches in the ground to
of stone, 3 ft. base to top of aluminum cap marked:

T10S R4W
NW 1/16
s34
1997

40.210 The W 1/16 section corner of sections 27 and 34.

From the center N 1/

20.285 | The NW 1/16 section

40.570 The point for the N 1

16 section corner of section 34.

N. 89° 46.0' W. on the E-W center line of the NW 1/4 of section 34.

corner of section 34.

16 section corner of sections 33 and 34.
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UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT
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|
Name Capacity
Ronald K. Bangh Supervisory Cadastral Surveyor
Steven Oatman Survey Technician

Nathan James Survey Technician
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CERTIFICATE OF SURVEY

I, M. Ross Workman, Supervisory Ca#as

instructions bearing the date of the I
boundary, a portion of the subdivisio
South, Range 4 West,

of the Salt Lake Meridian, in the State

executed by me and under my direction;
instructions, the Manual of Instructions
manner described in the foregoing field

March 16, 1998

Date

Date

CER

BUREAU OF LAND MANAGEMENT

tral Surveyor, hereby certify upon honor that, in pursuance of special

st "flzy of August, 1996, 1 have dependently resurveyed a portion of the south
I

nes and subdivided sections 10, 11, 15, 23, 26, and 34, in Township 10

of Utah, which are represented in the foregoing field notes as having been
; and that said survey has been made in strict conformity with said special
for the Survey of the Public Lands of the United States, and in specific
notes.

(Supervisory Cadastral Surveyor)

(Cadastral Surveyor)

TIFICATE OF APPROVAL

Salt Lake City, Utah

The foregoing field notes of the depe
subdivisional lines and the subdivision
Salt Lake Meridian, Utah,

executed by M. Ross Workman, Superi

having been critically examined and found correct, are hereby

March 18, 1998

Date

ndfnt resurvey of a portion of the south boundary, and a portion of the

of sections 10, 11, 15, 23, 26, and 34, Township 10 South, Range 4 West,

pisory Cadastral Surveyor

ASEOIRIRY),

(Chief Cadastral Surveyor for Utah)




